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Facility General Information

Section 1:  Facility Identifactio

a.)  County Code: 107 b.)  Plant ID: 00052

c.)  Facility Name: R.R. DONNELLEY & SONS COMPANY           

a.)  Source Address: 1009 SLOAN STREET             

b.)  Source City and Zip Code: CRAWFORDSVILLE,   47933    

Corporate Name:                                         

Mailing Address:                               

Mailing City, State, Zip Code: ,                

Section 3:  Mailing Address:

UTM Vertical: 4431.7 UTM Horizontal: 507.2

Section 4:  Source Location

Latitude: 400214 Longitude: 865456

Section 5:  Industrial Classificatio

Primary NAICS Code: 323117

Primary SIC Code: 2732

Section 6:  Contact Informatio

Emissions Contact Official and Title:KATHLEEN SCOTT, EHS PROFESSIO

Emissions Contact Phone Number: (765) 364-2787

Emissions Contact Fax Number: (765) 364-2033

Emissions Contact E-Mail Address: david.anderson@rrd.com

Year of Inventory: 2002

Date Updated

Signature:

Section 2:  Physical Address:

General facility information to review and update (please use red or blue ink to update).

Books Printing

Book Printing

a.)

b.)

c.)

b.)

a.)

a.)

b.)

a.)

b.)

c.)

d.)

e.)
f.)

g.)
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Stack Parameters

a.) b.) c.) d.) e.) f.) g.) h.)

Stack Information to Review and Update (please use red or blue ink to update).  Use a blank form to add 
stacks.

Section 7:  Stack Information

ID # Description Height
(ft)

Diameter
(ft)

Flow
(acfm)

Temp
(f)

UTM 
Vertical or 

Latitude

UTM 
Horizontal 

or 
1 BOILER #1 NG SBN-4A 500HP 32 2.2 3600 350 400207 865456

2 BOILER #2 NG SBN-4B 500HP 32 2.2 3600 350 400207 865456

3 BOILER #3 NG SBN-4C 500HP 32 2.2 3600 350 400207 865456

4 BOILER #4 NG SBN-4D 500HP 32 2.2 3600 350 400207 865456

5 FUGITIVE EMISSIONS-NORTH 0 0 0 77 400214 865456

6 CYCLONE #1 SBPN-5H TRIM  65 3 0 77 400210 865456

7 CYCLONE #2 SBPN-5I TRIM  65 3 0 77 400210 865456

8 CYCLONE #3 SBPN-5J TRIM  65 3 0 77 400210 865456

9 BOILER #5 NG SBN-4E 61 HP 35 0.83 1500 350 400214 865452

13 PNTG PRESS CSR-285 SPN-5K 65 0.83 2000 300 400210 865456

14 PNTG PRESS CSR-286 SPN-5L 65 0.83 2000 300 400210 865456

15 PNTG PRESS CSR-287 SPN-5M 65 0.83 2000 300 400210 865456

16 PNTG PRESS CSR-288 SPN-5N 65 0.83 2000 300 400210 865456

17 PNTG PRESS CSR-289 SPN-5O 65 0.83 2000 300 400210 865500

18 CYCLONE-BGHSE SDN-6A DUST 35 0.83 1000 77 400214 865500

19 BAGHOUSE SDN-6B DUST     35 0.83 1000 77 400207 865448

20 2 CYCL &2BGHS SDN-6C DUST 35 0.83 1000 77 400207 865452

21 PRNTG PRESS CMS SHEETFED 0 0 0 77 400210 865456

22 PNTG PRESS CSR-240 SPN-5R 65 0.83 2000 350 400214 865452

23 PNTG PRESS CSR-241 SPN-5S 65 0.83 2000 350 400214 865452

24 PNTG PRESS CSR-245 SPN-5Q 65 0.83 2000 350 400214 865452

26 PR PRSS CFP-268&269 SPN5Y 65 1.2 6000 580 400214 865448

27 INLINE STAINER - NEW     65 1.2 0 77 400214 865456

28 CYCLONE #4   PAPER TRIM  65 3 0 77 400210 865456

29 PRNTG PRESS CSR-242&243  65 3 0 77 400210 865452

30 PRNTG PRESS CTL-220&221  65 3 0 77 400210 865452

31 BOILR #1 O/G SBS-4A 600 H 40 2.8 3690 350 400138 865500

32 BOILR #2 O/G SBS-4B 600 H 40 2.8 3690 350 400138 865500

33 BOILR #3 O/G SBS-4C 600 H 40 2.8 2000 350 400138 865500

34 FOUR CYCLONS SBPS-5E TRIM 55 4 8000 77 400141 865500
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35 CYCLONE-2BGHSE SDS-6A    30 1 2000 77 400141 865505

36 CYCLONE-BGHSE SDS-6B DUST 30 1 2000 77 400141 865505

37 SHEET FED PRESS CPB-258  0 0 0 77 400141 865505

38 PNTG PRESS CPB-290 SPS-5G 60 1.5 2000 350 400141 865505

39 PNTG PRESS CPB-291 SPS-5H 60 1.5 2000 350 400141 865505

40 PNTG PRESS CPB-293 SPS-5K 60 1.5 2000 350 400141 865500

41 PNTG PRESS CPB-294 SPS-5M 60 1.5 2000 350 400141 865500

42 PNTG PRESS CPB-295 SPS-5P 60 1.5 2000 350 400141 865500

43 PNTG PRESS CPB-296 SPS-5Q 60 1.5 2000 350 400141 865509

44 PNTG PRESS CSM-260 SPS-5I 60 1.5 2000 350 400141 865509

45 PNTG PRESS CSM-261 SPS-5K 60 1.5 2000 350 400141 865509

46 PNTG PRESS CRM-262 SPS-5N 60 1.5 2000 350 400141 865509

47 PNTG PRESS CRM-279 SPS-5B 60 1.5 2000 350 400141 865509

48 PNTG PRESS CTM-270 SPS-5F 60 1.5 2000 350 400144 865509

49 PNTG PRESS CTM-272 SPS-5D 60 1.5 2000 350 400144 865509

50 PNTG PRESS CTM-273 SPS-5L 60 1.5 2000 350 400144 865509

51 PNTG PRESS CTM-274 SPS-5C 60 1.5 2000 350 400144 865509

52 PNTG PRESS CTM-276 SPS-5E 40 1.5 2000 350 400144 865509

53 CMP STEAM GENERATOR      30 1.5 1000 350 400141 865509

54 FUGITIVE EMISSIONS SOUTH 0 0 0 77 400141 865505

Abatement Equipment Information
Abatement equipment information to review and update (please use red or blue ink to update).  
Use a blank form to add abatement equipment.

Section 8:  Abatement Equipment

1 008 CENTRIFUGAL COLLECTOR - MEDIUM - 018, 1 
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
PT       TOTAL PARTICULATE MATTER 80
PM10     PARTICULATE MATTER 10 80

2 018 FABRIC FILTER - LOW TEMPERATUR - 018, 1 
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
PM10     PARTICULATE MATTER 10 99.9
PT       TOTAL PARTICULATE MATTER 99.9

3 018 FABRIC FILTER - LOW TEMPERATUR - 019, 1 
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
PM10     PARTICULATE MATTER 10 99.9
PT       TOTAL PARTICULATE MATTER 99.9
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4 008 CENTRIFUGAL COLLECTOR - MEDIUM - 020, 1 
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
PM10     PARTICULATE MATTER 10 80
PT       TOTAL PARTICULATE MATTER 80

5 018 FABRIC FILTER - LOW TEMPERATUR - 020, 1 
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
PM10     PARTICULATE MATTER 10 99.9
PT       TOTAL PARTICULATE MATTER 99.9

6 022 DIRECT FLAME AFTERBURNER WITH - 026, 2  
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
VOC      VOLATILE ORGANIC COMPOUNDS 90

7 022 DIRECT FLAME AFTERBURNER WITH - 026, 3  
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
VOC      VOLATILE ORGANIC COMPOUNDS 90

8 022 DIRECT FLAME AFTERBURNER WITH - 026, 5  
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
VOC      VOLATILE ORGANIC COMPOUNDS 90

9 008 CENTRIFUGAL COLLECTOR - MEDIUM - 035, 1 
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
PM10     PARTICULATE MATTER 10 80
PT       TOTAL PARTICULATE MATTER 80

10 018 FABRIC FILTER - LOW TEMPERATUR - 035, 1 
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
PM10     PARTICULATE MATTER 10 99.9
PT       TOTAL PARTICULATE MATTER 99.9

11 008 CENTRIFUGAL COLLECTOR - MEDIUM - 036, 1 
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
PM10     PARTICULATE MATTER 10 80
PT       TOTAL PARTICULATE MATTER 80
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12 018 FABRIC FILTER - LOW TEMPERATUR - 036, 1 
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
PM10     PARTICULATE MATTER 10 99.9
PT       TOTAL PARTICULATE MATTER 99.9

13 022 DIRECT FLAME AFTERBURNER WITH - 046, 2  
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
VOC      VOLATILE ORGANIC COMPOUNDS 90

14 022 DIRECT FLAME AFTERBURNER WITH - 046, 3  
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
VOC      VOLATILE ORGANIC COMPOUNDS 90

15 022 DIRECT FLAME AFTERBURNER WITH - 046, 5  
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
VOC      VOLATILE ORGANIC COMPOUNDS 90

Group/Process/Emissions Information
Please complete information for Groups, Processes and Emissions (please use red or blue ink to 
update). All highlighted items must be completed.  Use a blank form to add groups, processes, and 

a.)  Group Number: 001 b.)  Description: BOILER #1 NG SBN-4A 500HP
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: BOILER #1 NG SBN-4A 500HP

c.)  Source Classification Code (SCC): 10200602 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 1 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    0.021

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

a.)  Group Number: 002 b.)  Description: BOILER #2 NG SBN-4B 500HP
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: BOILER #2 NG SBN-4B 500HP

c.)  Source Classification Code (SCC): 10200602 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 2 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    0.021

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0



Emissions Statement -  Page 7 of 72107-00052     R.R. Donnelley & Sons Company-COMB

a.)  Group Number: 003 b.)  Description: BOILER #3 NG SBN-4C 500HP
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: BOILER #3 NG SBN-4C 500HP

c.)  Source Classification Code (SCC): 10200602 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 3 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    0.021

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

a.)  Group Number: 004 b.)  Description: BOILER #4 NG SBN-4D 500HP
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: BOILER #4 NG SBN-4D 500HP

c.)  Source Classification Code (SCC): 10200602 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 4 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    0.021

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

a.)  Group Number: 006 b.)  Description: CYCLONE #1 SBPN-5H TRIM  
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: PAPER TRIM               

c.)  Source Classification Code (SCC): 30701399 d.)  Units: Tons Processed                          

e.)  Stack Number: 6 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    4.000

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

TOTAL PARTICULATE MATTER 5           PT       0
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a.)  Group Number: 007 b.)  Description: CYCLONE #2 SBPN-5I TRIM  
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: PAPER TRIM               

c.)  Source Classification Code (SCC): 30701399 d.)  Units: Tons Processed                          

e.)  Stack Number: 7 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):      4.0

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

PARTICULATE MATTER 10 5           PM10     0
TOTAL PARTICULATE MATTER 5           PT       0

a.)  Group Number: 008 b.)  Description: CYCLONE #3 SBPN-5J TRIM  
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: PAPER TRIM               

c.)  Source Classification Code (SCC): 30701399 d.)  Units: Tons Processed                          

e.)  Stack Number: 8 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):     4.0 

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

PARTICULATE MATTER 10 5           PM10     0
TOTAL PARTICULATE MATTER 5           PT       0
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a.)  Group Number: 009 b.)  Description: BOILER #5 NG SBN-4E 61 HP
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: BOILER #5 NG SBN-4E 61 HP

c.)  Source Classification Code (SCC): 10200602 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 9 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    0.003

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

a.)  Group Number: 013 b.)  Description: PNTG PRESS CSR-285 SPN-5K
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 13 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    0.080

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 13 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 13 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 014 b.)  Description: PNTG PRESS CSR-286 SPN-5L
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 14 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0800

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 14 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.0075 

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0



Emissions Statement -  Page 14 of 72107-00052     R.R. Donnelley & Sons Company-COMB

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 14 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 015 b.)  Description: PNTG PRESS CSR-287 SPN-5M
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 15 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0800

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 15 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 15 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 016 b.)  Description: PNTG PRESS CSR-288 SPN-5N
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 16 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0800

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 16 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 16 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 017 b.)  Description: PNTG PRESS CSR-289 SPN-5O
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 17 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.0800 

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 17 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.0075 

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 17 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 018 b.)  Description: CYCLON-BAGHSE SDN-6A DUST
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: PAPER DUST               

c.)  Source Classification Code (SCC): 30701399 d.)  Units: Tons Processed                          

e.)  Stack Number: 18 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.05   

k.)  Abatement Equipment Order 1  l.)  Abatement Equipment ID 1 m.)  Capture Efficiency: 99.999

k.)  Abatement Equipment Order 2  l.)  Abatement Equipment ID 2 m.)  Capture Efficiency: 99.999

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

PARTICULATE MATTER 10 2           PM10     99.979
TOTAL PARTICULATE MATTER 2           PT       99.979

a.)  Group Number: 019 b.)  Description: BAGHOUSE SDN-6B DUST     
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: PAPER DUST               

c.)  Source Classification Code (SCC): 30701399 d.)  Units: Tons Processed                          

e.)  Stack Number: 19 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):     0.05

k.)  Abatement Equipment Order 1  l.)  Abatement Equipment ID 3 m.)  Capture Efficiency: 99.999

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

PARTICULATE MATTER 10 2           PM10     99.899
TOTAL PARTICULATE MATTER 2           PT       99.899

a.)  Group Number: 020 b.)  Description: 2CYCL &2BGHSE SDN-6C DUST
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: PAPER DUST               

c.)  Source Classification Code (SCC): 30701399 d.)  Units: Tons Processed                          

e.)  Stack Number: 20 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.05  

k.)  Abatement Equipment Order 1  l.)  Abatement Equipment ID 4 m.)  Capture Efficiency: 99.999

k.)  Abatement Equipment Order 2  l.)  Abatement Equipment ID 5 m.)  Capture Efficiency: 99.999

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

PARTICULATE MATTER 10 2           PM10     99.979
TOTAL PARTICULATE MATTER 2           PT       99.979

a.)  Group Number: 021 b.)  Description: PRNTG PRESS CMS SHEETFED 
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 0.0785  

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 0.001000

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 0.002000

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 022 b.)  Description: PNTG PRESS CSR-240 SPN-5R
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 22 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.08  

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 22 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 22 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: HAND CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 5 b.)  Description: AUTO CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 22 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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a.)  Group Number: 023 b.)  Description: PNTG PRESS CSR-241 SPN-5S
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 23 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.08  

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 23 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0



Emissions Statement -  Page 27 of 72107-00052     R.R. Donnelley & Sons Company-COMB

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 23 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 024 b.)  Description: PNTG PRESS CSR-245 SPN-5Q
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information



Emissions Statement -  Page 28 of 72107-00052     R.R. Donnelley & Sons Company-COMB

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 24 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.08  

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 24 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0



Emissions Statement -  Page 29 of 72107-00052     R.R. Donnelley & Sons Company-COMB

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 24 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: HAND CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 5 b.)  Description: AUTO CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 24 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0



Emissions Statement -  Page 30 of 72107-00052     R.R. Donnelley & Sons Company-COMB

a.)  Group Number: 026 b.)  Description: PR PRSS CFP-268&269 SPN5Y
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 26 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.25   

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 26 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.025  

k.)  Abatement Equipment Order 1  l.)  Abatement Equipment ID 6 m.)  Capture Efficiency: 99.999

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      89.999



Emissions Statement -  Page 31 of 72107-00052     R.R. Donnelley & Sons Company-COMB

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 26 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.0025 

k.)  Abatement Equipment Order 1  l.)  Abatement Equipment ID 7 m.)  Capture Efficiency: 99.999

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      89.999

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: HAND CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.0025 

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 5 b.)  Description: AUTO CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 26 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.0025 

k.)  Abatement Equipment Order 1  l.)  Abatement Equipment ID 8 m.)  Capture Efficiency: 99.999

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      89.999



Emissions Statement -  Page 32 of 72107-00052     R.R. Donnelley & Sons Company-COMB

a.)  Group Number: 027 b.)  Description: INLINE STAINER - NEW     
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: STAINER SOLVENT          

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 27 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.005  

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 028 b.)  Description: CYCLONE #4  PAPER TRIM   
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: PAPER TRIM               

c.)  Source Classification Code (SCC): 30701399 d.)  Units: Tons Processed                          

e.)  Stack Number: 28 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):     4.0 

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

PARTICULATE MATTER 10 5           PM10     0
TOTAL PARTICULATE MATTER 5           PT       0



Emissions Statement -  Page 33 of 72107-00052     R.R. Donnelley & Sons Company-COMB

a.)  Group Number: 029 b.)  Description: PRNTG PRESS CSR-242&243  
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 29 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 0.008   

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 29 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 0.008   

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0



Emissions Statement -  Page 34 of 72107-00052     R.R. Donnelley & Sons Company-COMB

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 29 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 0.008   

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: HAND CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 0.008   

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 5 b.)  Description: AUTO CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 29 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 0.008   

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0



Emissions Statement -  Page 35 of 72107-00052     R.R. Donnelley & Sons Company-COMB

a.)  Group Number: 030 b.)  Description: PRNTG PRESS CTL-220&221  
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 30 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0070

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 30 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0



Emissions Statement -  Page 36 of 72107-00052     R.R. Donnelley & Sons Company-COMB

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 30 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: HAND CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 5 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 5 b.)  Description: AUTO CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 30 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 7           CO       0
VOLATILE ORGANIC COMPOUNDS 5           VOC      0



Emissions Statement -  Page 37 of 72107-00052     R.R. Donnelley & Sons Company-COMB

a.)  Group Number: 031 b.)  Description: BOILR #1 O/G SBS-4A 600HP
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: BOILR #1 GAS SBS-4A 600HP

c.)  Source Classification Code (SCC): 10200602 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 31 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    0.025

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

a.)  Group Number: 032 b.)  Description: BOILR #2 O/G SBS-4B 600HP
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information



Emissions Statement -  Page 38 of 72107-00052     R.R. Donnelley & Sons Company-COMB

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: BOILR #2 GAS SBS-4B 600HP

c.)  Source Classification Code (SCC): 10200602 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 32 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    0.021

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

a.)  Group Number: 033 b.)  Description: BOILR #3 O/G SBS-4C 600HP
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: BOILR #3 GAS SBS-4C 600HP

c.)  Source Classification Code (SCC): 10200602 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 33 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    0.021

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0
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a.)  Group Number: 034 b.)  Description: FOUR CYCLNES SBPS-5E TRIM
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: FOUR CYCLNES SBPS-5E TRIM

c.)  Source Classification Code (SCC): 30701399 d.)  Units: Tons Processed                          

e.)  Stack Number: 34 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    4.000

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

PARTICULATE MATTER 10 5           PM10     0
TOTAL PARTICULATE MATTER 5           PT       0

a.)  Group Number: 035 b.)  Description: CYCLN-2 BGHSE SDS-6A DUST
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: PAPER DUST               

c.)  Source Classification Code (SCC): 30701399 d.)  Units: Tons Processed                          

e.)  Stack Number: 35 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):     0.05

k.)  Abatement Equipment Order 1  l.)  Abatement Equipment ID 9 m.)  Capture Efficiency: 99.999

k.)  Abatement Equipment Order 2  l.)  Abatement Equipment ID 10 m.)  Capture Efficiency: 99.998

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

PARTICULATE MATTER 10 2           PM10     99.979
TOTAL PARTICULATE MATTER 2           PT       99.979
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a.)  Group Number: 036 b.)  Description: CYCLONE-BGHSE SDS-6B DUST
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: PAPER DUST               

c.)  Source Classification Code (SCC): 30701399 d.)  Units: Tons Processed                          

e.)  Stack Number: 36 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):     0.05

k.)  Abatement Equipment Order 1  l.)  Abatement Equipment ID 11 m.)  Capture Efficiency: 99.999

k.)  Abatement Equipment Order 2  l.)  Abatement Equipment ID 12 m.)  Capture Efficiency: 99.998

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

PARTICULATE MATTER 10 2           PM10     99.979
TOTAL PARTICULATE MATTER 2           PT       99.979

a.)  Group Number: 037 b.)  Description: SHEET FED PRESS CPB-258  
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 038 b.)  Description: PRNTG PRSS CPB-290 SPS-5G
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 38 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    0.004

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 38 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 38 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 039 b.)  Description: PRNTG PRSS CPB-291 SPS-5H
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 39 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0042

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 39 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 39 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 040 b.)  Description: PRNTG PRSS CPB-293 SPS-5K
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information



Emissions Statement -  Page 46 of 72107-00052     R.R. Donnelley & Sons Company-COMB

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 40 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0055

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 40 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0



Emissions Statement -  Page 47 of 72107-00052     R.R. Donnelley & Sons Company-COMB

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 40 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: HAND CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 5 b.)  Description: AUTO CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 40 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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a.)  Group Number: 041 b.)  Description: PRNTG PRSS CPB-294 SPS-5M
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 41 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0055

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 41 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 41 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: HAND CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 5 b.)  Description: AUTO CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 41 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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a.)  Group Number: 042 b.)  Description: PRNTG PRSS CPB-295 SPS-5P
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 42 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0055

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 42 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 42 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: HAND CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 5 b.)  Description: AUTO CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 42 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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a.)  Group Number: 043 b.)  Description: PRNTG PRSS CPB-296 SPS-5Q
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 43 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0055

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 43 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 43 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 044 b.)  Description: PRNTG PRSS CSM-260 SPS-5I
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 44 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00513

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 44 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 44 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 045 b.)  Description: PRNTG PRSS CSM-261 SPS-5K
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 45 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00513

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 45 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    0.075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 45 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 046 b.)  Description: PRNTG PRSS CRM-262 SPS-5N
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 46 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):     0.08

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 46 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order 1  l.)  Abatement Equipment ID 13 m.)  Capture Efficiency: 99.999

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      89.999
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 46 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order 1  l.)  Abatement Equipment ID 14 m.)  Capture Efficiency: 99.999

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      89.999

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: HAND CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 5 b.)  Description: AUTO CLEANING SOLVENT    

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 46 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order 1  l.)  Abatement Equipment ID 15 m.)  Capture Efficiency: 99.999

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      89.999
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a.)  Group Number: 047 b.)  Description: PRNTG PRSS CRM-279 SPS-5B
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 47 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0066

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 47 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 47 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 048 b.)  Description: PRNTG PRSS CTM-270 SPS-5F
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 48 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):     0.08

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 48 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 48 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 049 b.)  Description: PRNTG PRSS CTM-272 SPS-5D
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 49 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00997

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 49 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0



Emissions Statement -  Page 65 of 72107-00052     R.R. Donnelley & Sons Company-COMB

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 49 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 050 b.)  Description: PRNTG PRSS CTM-273 SPS-5L
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 50 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00873

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 50 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 50 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 051 b.)  Description: PRNTG PRSS CTM-274 SPS-5C
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 51 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00748

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 51 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 51 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 052 b.)  Description: PRNTG PRSS CTM-276 SPS-5E
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: DRYER FUEL               

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 52 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00997

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PRINTING INK             

c.)  Source Classification Code (SCC): 40500401 d.)  Units: Tons Ink                                

e.)  Stack Number: 52 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):   0.0075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: FOUNTAIN SOLUTION        

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 52 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: CLEANING SOLVENT         

c.)  Source Classification Code (SCC): 49099999 d.)  Units: Tons Solvent Consumed                   

e.)  Stack Number: 54 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):  0.00075

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 053 b.)  Description: CMP STEAM GENERATOR      
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: CMP (GAS) STEAM GENERATOR

c.)  Source Classification Code (SCC): 10200603 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 53 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):    0.004

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0


